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emission by direct connection of a cali-
brated test instrument to the equip-
ment under test. If the device cannot
be connected directly, alternative tech-
niques acceptable to the Commission
may be used.

Personal Communications Services
(PCS) Devices [Unlicensed]. Intentional
radiators operating in the frequency
band 1920-1930 MHz that provide a wide
array of mobile and ancillary fixed
communication services to individuals
and businesses.

Spectrum window. An amount of spec-
trum equal to the intended emission
bandwidth in which operation is de-
sired.

Thermal noise power. The noise power
in watts defined by the formula N =
kKTB where N is the noise power in
watts, K is Boltzmann’s constant, T is
the absolute temperature in degrees
Kelvin (e.g., 295 °K) and B is the emis-
sion bandwidth of the device in hertz.

Time window. An interval of time in
which transmission is desired.

[568 FR 59180, Nov. 8, 1993, as amended at 59
FR 32852, June 24, 1994; 60 FR 13073, Mar. 10,
1995; 69 FR 62620, Oct. 27, 2004; 69 FR 77949,
Dec. 29, 2004; 77 FR 43013, July 23, 2012]

§15.305 Equipment authorization re-
quirement.

PCS devices operating under this
subpart shall be certified by the Com-
mission under the procedures in sub-
part J of part 2 of this chapter before
marketing. The application for certifi-
cation must contain sufficient infor-
mation to demonstrate compliance
with the requirements of this subpart.

§15.307 [Reserved]

§15.309 Cross reference.

(a) The provisions of subpart A of
this part apply to unlicensed PCS de-
vices, except where specific provisions
are contained in subpart D.

(b) The requirements of subpart D
apply only to the radio transmitter
contained in the PCS device. Other as-
pects of the operation of a PCS device
may be subject to requirements con-
tained elsewhere in this chapter. In
particular, a PCS device that includes
digital circuitry not directly associ-
ated with the radio transmitter also is

§15.319

subject to the requirements for unin-
tentional radiators in subpart B.

§15.313 Measurement procedures.

Measurements must be made in ac-
cordance with subpart A, except where
specific procedures are specified in sub-
part D. If no guidance is provided, the
measurement procedure must be in ac-
cordance with good engineering prac-
tice.

§15.315 Conducted limits.

An unlicensed PCS device that is de-
signed to be connected to the public
utility (AC) power line must meet the
limits specified in §15.207.

§15.317 Antenna requirement.

An unlicensed PCS device must meet
the antenna requirement of §15.203.

§15.319 General technical require-
ments.

(a) [Reserved]

(b) All transmissions must use only
digital modulation techniques. Both
asynchronous and isochronous oper-
ations are permitted within the 1920-
1930 MHz band.

(c) Peak transmit power shall not ex-
ceed 100 microwatts multiplied by the
square root of the emission bandwidth
in hertz. Peak transmit power must be
measured over any interval of contin-
uous transmission using instrumenta-
tion calibrated in terms of an rms-
equivalent voltage. The measurement
results shall be properly adjusted for
any instrument limitations, such as de-
tector response times, limited resolu-
tion bandwidth capability when com-
pared to the emission bandwidth, sensi-
tivity, etc., so as to obtain a true peak
measurement for the emission in ques-
tion over the full bandwidth of the
channel.

(d) Power spectral density shall not
exceed 3 milliwatts in any 3 kHz band-
width as measured with a spectrum an-
alyzer having a resolution bandwidth
of 3 kHz.

(e) The peak transmit power shall be
reduced by the amount in decibels that
the maximum directional gain of the
antenna exceeds 3 dBi.
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